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CONSTRUCTION DETAILS

INSTALL 200 AMP METER SERVICE PEDESTAL.

IN. SCHEDULE 80 PVC ELECTRICAL-CONDUIT ~ TRENCHED. STUB Uk TO BASE OF
SGUTHERN MARYLAND ELECTRIC CO-0OP POLE.

INSTALL 4

THE CONTRACTOR IS TO DISCONNECT AND REMOVE EXISTING POWER FEED CABLE FROM

BASE MOUNTED CONTROLLER CABINET AND CONDUIT PIPE.,
CABINET AND LOCATE EXISTING CONDUIT PIPE, CUT EXISTING CONDUIT PIPE FROM CONCRETE

FOUNDATION AND SLEEVE A 45 DEGREE BEND ON THE END OF THE EXISTING CONDUIT AND
-2

45 DEGREE BEND.
AFTER UTILITY COMPANY DE-ENERGIZES EXISTING POWER CONNECTION TO TRAFFIC

SIGNAL »

CABLES.

GEOMETRIC_LEGEND

s EXTSTING

EXCAVATE AREA ARQOUND CONTROLLER

REMOVE METER AND DISCONNECT FROM MAST ARM POLE.
USE EXISTING BASE MOUNTED CONTROLLER CABINET AND INSTALL NEW POWER SERVICE

INSTALL

IN. SCHEDULE 80 PVC ELECTRICAL CONDUIT = TRENCHED FROM METER SERVICE PEDESTAL TO THE

UTILITY LEGEND

STORM DRAIN

WIRING DIAGRAM

KEY

POWER SERVICE UNDERGROUND
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GENERAL NOTES
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1. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE

PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL
MODIF ICATION.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO
THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.

3. THE CONTRACTOR SHALL VERIFY UNDERGROUND UTILITIES PRIOR TO

INSTALLATION OF PROPOSED SIGNAL EQUIPMENT.

SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER .

4. PRIOR TO ANY SIGNAL MODIFICATION OF THE EXSITING TRAFFIC SIGNAL THE
CONTRACTOR SHALL NOTIFY SOUTHERN MARYLAND ELECTRIC CO-0OP -AT
LEAST 72 HOURS PRIOR TO ANY CDNSTRUCTION TO DE-ENERGIZE THE
EXISTING TRAFFIC SIGNAL POWER FEED.

IF ANY UTILITY CONFLICTS

MATERIAL LIST
B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR.
ITEM DESCRIPTION UNITS QUANTITY
NO. STATE OF MARYLAND
8012 FURNISH AND INSTALL 2 IN. SCHEDULE 80 PVC 45 DEGREE CONDUIT BEND EA 1 DEPARTMENT OF TRANSPORTATION
8013 METER SERVéSE SEDESEAL | T—TRENCHED Eé 32) STATE HIGHWAY ADMINISTRATION
8026 2 INCH SCH vC CONDU NCH , ¢ £ TRAF FET
8026 4 INCH SCHED. 80 PVC CONDUIT-TRENCHED LF 60 TRAFFOIFC IECINEGIONEER}ANgIDCES&}GSNADE!VYISIDN
8038 FLECTRICAL CABLE - 1 CONDUCTOR (NO. 4TAWEJG]'I_H'HN/THWN [éF 18?
ST. MARY'S COUNTY. MARYLAND
APPROVALS / REVISIONS TRAFFIC SIGNAL PLAN

(C) SHA CONTRACT NO. 047 /07

MODIFY EXISTING TRAFFIC SIGNAL
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